North America's Leader in Hazardous Material Information Management

1905 Aston Avenue, Carlsbad, CA 92008
Phone (800) 451-8346 Fax (760) 602-8888

MSDS PRODUCT INFORMATION

Date: 10/07/2005

To: MSDS Requester

From: 3E Company

Subject:  The MSDS you have requested

[ ] MSDSNOT REQUIRED
In response to your request for a Material Safety Data Sheet, according to the OSHA Hazard Communicatin Standard

(Right-to-Know), the following item is an article. Articles are defined in 29 CFR 1910.1200(c). Products such as
Drugs, cosmetics, food, or alcoholic beverages, wood or wood products, and tobacco or tobacco products, as defined in
29 CFR1910.1200(b)(6), are exempt from the Hazard Communication Standard. Items that are considered articles, as
defined in 29 CFR 1910.1200(c), are also exempt from this Standard. Therefore, the manufacturer is not required to
provide an MSDS for this product.

[X] MSDSDISCONTINUED PRODUCT
In response to your request for a Material Safety Data Sheet, the manufacturer has discontinued the product listed

below. The MSDS Attached is the most current version, or an MSDS is no longer available.

[ 1 MSDSBEST COPY AVAILABLE
The MSDS attached is the best copy available from the manufacturer.

[ 1 MANUFACTURER NO LONGER IN BUSINESS
In response to your request for a Material Safety Data Sheet, a current MSDS could not be obtained for this product. It

has been determined that the manufacturer listed below is no longer in business. A current address and phone number
could not be located.

Manufacturer: Flecto Co.
Product Name: Watco Satin Finishing Wax (DISCONTINUED)



Material Safety Data Sheet

JCoomon Name Watco® Satin Fimshing Wax Code Watco® Satia Firushing
Wax Products §69, 670
MSDS# January 1998
Supplies The Company, nc. TSCA Iaveatory All raw malerials are
1000 45t Straet 0
Qakland, Califomia 4608 oo "JX‘;%B
¥ 3
Sywnym 669, 670 VOC <735 g/l (8.1 bs/gal) Peint Date 177298
Trade paare Watco® Satin Finishing Wax =
Material Uses {Uzge on any Intesior woad surface, except floors. leM onmf?m_z 55;)’92 pl-u'.m4 :
For information Cail.
Manufactarey The Flecto Company, inc 800-635-3286
1004 45th Stroet
Cakland, Califorua 94608

ok ,*M\« T
Yy

TS Ty T RLVRRL TG

Welght
Minerat Spiris 084742478 |<86.0 TWA: 100 {ppm) Not availadle,
Light aromate solvent naphtha 064742558 (<20 TWA: 50 (ppm} from OSHA | Not available.
(petroleun)
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Emergenty Overview May cause eya imtaton. May cause aKin i . May be ful or fatal nf

d.

Potential Acate Health Hazardous in case of aye contact {initant), of ngestion, of inhalation. Slightly hazardous in case
Eifects of skin cantact (trhant)
Potcatial Chronle Health  Non-sensilizer for skin. Non-permeator by skin.
Effects CARGINOGENIC EFFECTS Not avallable.
MUTAGENIC EFFECTS' Not avallable.
TERATOGENIC EFFECTS: Not available.
DEVELOPMENTAL TOXIGITY. Not avaliabla.

Target Ovgans: Not available.

Rontes of Entry Eye contact. inhalation. ingestion.

Medicat Conditlons There Is no known effect from chinonks exposure to this product, R d o prolong »
Aggravated by is not known ¥ aggravate medical condition.

Overexposare:

Slems and Symptoms of  Not avallable,

Overexposare:

. ‘-m ‘
Eye Coutact Check for and remove any contact lenses. IMMEDIATELY flush eyes wuh unning water for at
ieast 15 minutes, keeping ayelids open. COLD water may ba used DO NOT use an eye
Seek i

[ Siin Contast Gently and thoroughly wash tha skin with ing water and non-abrasive scap. He
partculaty careful to clean folds, crevices, creasas and groin. COLD water may bs uses  Cover
the ircttaled skin with an emolhent. if irritation persists, seek medical attention. Wash
contaminated ciothing bafare reusing.

Hazardous Skin Comtaet  Wash with 2 disinfectant soap and caver the tontaminated skin with em anti-bacterial cream.
Seak medical attention.




Watco® Satin Finlshing Wax Page Number: 2

oh: Allow the victim to rest in @ well veniilated area. Seek di

Hezardous Iahalation Evacuate the vichm to a safe area as soon as possible. Loosen tght clothing such as a collar, tie,
balt or waistband. If breathing is difficult, admi oxygen. If the victim is nat breathing, perform
rmouth-to-mouth resuscimion

Ingestion oo NOT Induce vomnting Examine the lips and mouth to ascertain whether the tissues are

that the loxic material was ingested; the absence of such signs,
however, |s not sandlusive. Loosen tight ciothing such as a collar, tie, beft or waistband. If the

vietim is not breathing, perform mouth-to-maouth flation. Seek immediate medical attention.

Hszardous Ingestion No additional information
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FlammabHity of the Combustidle.
Product
Anto-Ignition Temperature The lowast known value s 218°C (424.4°F) (Mineral Spirits).
Flash Polnts CLOSED CUP: 40.5°C (104.9°F), (Setaflash.).
Flammable Limits Tha greatest known range is LOWER: 1.1% UPPER: 6% (Mineral Spirits)

Products of Combustion  These products are carbon oxides (CO, CO2), ntrogen oxides (NO, NO2)

Fire Hazards in Presence of Flammable in presance of open flames and sparks.

Varioas Substances
Explosiow Hazards In No danger known,
Presence of Various
Substaness
Fire Fighting Media SMALL FIRE: Use DRY chemcals, CO2, water spray or foam.
and Instrocticns LARGE FIRE: Use water spray, fog or foam. DO NOT use water jot
Special Remarks oo Combustible
Fire Hazards
Special Remarks on No additional remark.
Explosion Harards
,“- Sy I -“‘w‘w’r fwﬂ‘qT\. M:x,b:wtpﬁ, ," Y :‘
Mop up, or absorb wﬂh an nart DRY malerial and place in an appropriate waste chsposal
contalner.
Large Spill Combustible matenal. Keep away from heat Keep away from sources of ignition Stop leak if

without risk. Be careful that the product is not present at 8 concentration level above TLV. Check
TLV on the MSDS and with lacal authorties.

e FoEs
HandNog After handlmg. aMays ‘wash hands tborougmy with soap and water
Storage Keep container dry. Gi d all eq ing Keep tainer Ughtly closed.
Kaep in a coot, well ilated plece.  Combust shouldbeawedawayfmmaxtrm

heat and away from strong oxidizing agents.
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[ Watco® Satin Finishing Wax

Engiasering Con(rok- =

Provide exhaust venhlauon or other mqlnsenng oomrols [ keep the altbome concenu'abons of

of 2 Large Spill

vapors below their respective threshold limit value. Ensure that eyewash stations and safety
showers are proximal 1o the work-station location.
Persomal Protection Lab coat. Vapar respirator. Be sure o use a MSHA approved respirator or equivatent. Gloves

Personal Proteetion in Case Splash goggles. Full sust. Vapor respirator. Boots Gloves. A self contamed brea(hmg

(Impervious), Safety glasses.

apparatus should be used to avoid of the prod

Sugpested pr g reight

not be sufficient; consult a specialist BEFORE handllng this product.

Chemicad Nawne or Product Name CAS¥

Expomure Limits

Mineral

Spirg
Light aromatic solvent rﬁphmu (petroleum)

064742478
064742956

TWA. 100 (ppm)
TWA: 50 (ppm} from OSHA

Physical state and

appesrance
Mulecular Weight Not applicable. Taste  Not available.
pH (1% soln/water) Not available Color  Yellow or brown.
Boiling/Condensation Point The lkowest known value is 168°C (334.4°F) (Minerat Spirits).

ting/ Foint  Not availabl

Critical Temperature Not avaliable,
Specific Gravity 0.8 (Water =1)
Vapor Pressare The Nghest known valuo is 3 5 mm of Hg (@ 20°C) (Light ic solvent {petroleum))
Vapor Density The highest known value is 4.9 (Air = 1) (Mineral Spirits),
Valatllity <94% (viv).
Odor Threshold Not available
Evaporation rate Not avaitabie.
Viscosity Not available,
'Water/O8l Dist. Coefl, The product is more soluble in ofl.
Ionicity (in Water) Not available,

Dispersion Froperties Not avallable.
Solubility Solyble in mineral spints.
Physical Chemical Not available
Comments

¥ 2

Chemical Stability The producl is stable.
Conditions of Instability  No additional remark.
Incompatibility with None known.
varioas substances
Hazar 2 ition  Not
Produocts

Hazardons Polymerization No.

[ Contiiaed oh Nexioge, —
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Toxlclty to Anlmals

N
AR

LD50: Not available.
LC50: Not available.

Chronic Effects on Humans Not available

Other Toxic Effects on Hazardous i cass of skin contact {imitant), of eya contact {irvitant), of inhalation
Humans Hazardous in case of ingestion

| Special Remarks on No additional rerark.

Toxkity to Anhmals

Special Remarks on No additional remark.

Chronlc Effects on Humans

Special Remarks on otker  No additional remnark,

Toxk Effects oo Humsns

BOD5 and COD Not available

Products of Biodegradation Possibly hazardous short term degradation products are not fikely.

Toricity of the Products  The products of degradation are less toxic than the product itself.
of Blodegradation

Special Remarks on the No additional remark.
Products of Blodegradation

DOT CLASS 3: Combustible hqu;d with a flash point greater
than 37.8°C (100°F) Not regulated for highway travel;
Considered lammabla for air or ocean transport. UN1283

Proper Shipping Name Paint

DOT [dentification Not lated for highway travel; Considered fi hio for air or ocean transport. UN1263

Number

Packing Groap ]

Maritime transportatios ~ Not available.

. ry—— Not avallabh

Reportoble Quantity

Special Provisions for No additional rervark.

‘Trausport

TDG Quassification TDG CLASS 3: Flammabte liquid.

ADR Clazsification ADR CLASS. Fl le liquid D. Non-toxic and non: liquid with a flash point between
21°C {70°F) and 100°C (212°F).

IMDG Classification IMDG CLASS 3* Flammabie liquid

TATA Classifieation 1ATA CLASS 3: Flammable liquid.

[ Gontinued o Next Page :




Other Classifications 'WHMIS (Canada) WHMIS CLASS B-3: Combusatible llquid with a flash point betwesn 37.8°C
{100°F) and 93.3°C (200°F).
WHMIS CLASS D-28: Material causing other tox¢ effects (TOXIC).
Canadlan CEPA DSL:
Reguwiatory Lists
Product(s): Minerat Spirits, Light arematic solvent naphtha (petroleurn)
DSCL (EEC) R11- Highly iammable.
Iater 1 No products ware found.

HMIS (U.5.A) Health Hazard Nationzl Fire Fire Hazard
Fire Ha Protection eant Reactivity
? PPy [l
S Association (U.5.A.) Spodifie huzard
Parsonal Protection i
References Primarity MSDS Information on components.
[Gther Special VOGC <735 g/l (6.1 Ibalgal); Typically packaged in metal (stesl) pint and quart contalners.
Considerations
'Validated by Ken Trautwein on 1/12/98. I Verified by Jim Tuck.
I Printed 171298,
Emergeney phone:
800-255-3924
For Information Cail:
800-635-3286
Nojice to Reader
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